Designation aD L oC H G Collet Stock

DBT30 - NPM20 -85 20 85 54 85 M12 €S20, C20 0.8
DBT40 - NPM20 - 85 20 85 54 85 M16 €S20, C20 1.5
105 20 105 54 85 M1é CS20, C20 1.9
135 20 135 54 85 M16 €S20, C20 2.3
NPM32 -110 32 110 75 95 M16 CS32,C32 2.5
120 32 120 75 95 M16 CS32,C32 <y
135 32 135 75 95 M16 CS32,C32 33
DBT50 - NPM20 - 105 20 105 54 85 M16 CS20,C20 1.7
135 20 135 54 85 M16 €S20, C20 20
165 20 165 54 85 M16 CS20,C20 2.4
NPM32-110 32 110 75 105 M24 CS32,C32 4.8
135 32 135 75 105 M24 €S32, €32 5.3
165 32 165 i) 105 M24 CS32, €32 6.3
NPM42 -110 42 110 90 125 M24 CS42, C42 5.4
135 42 135 90 125 M24 CS42, C42 6.0
165 42 165 90 125 M24 CS42, C42 7.3

[mm)
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Perfect face contact and Powerful clamping force strengthen both Cutting force and Absorbtion of vibration

« 24248t mX|2 Powerful clamping force
NPM32 : Max.350kgf - m, NPM42 : Max.500kgf - m
< O|2E EQ YX| AlAH ez WY &y
Improvement of durability by preventing minute dust, chips and coolant etc.
+ £ Straight Collet2 CS-EFY : 34page &=, C-EIY : 35page &=,
Straight Collet CS Type : see page 34 C Type : see page 35
* Taper Collel(TC Et))2 36page &=,
Taper Collet(TC type) : see page 36
+ Spare Part= 23page &=,
Spare part : see page 23

Z=20l) Ordering examplel
+ Standard type : DBT40-NPM32-110 « Standard type : DBT40-NPM32-110
* Balanceable type : DBT40-NPM32-110B . Balanceable type : DBT40-NPM32-1108
+ Balanced type : DBT40-NPM32-110BS - Balanced type : DBT40-NPM32-110BS 4
* Through Coolant€tg) : DBT40-NPM32-110C . Through Coolant Type : DBT40-NPM32-110C
3 a.aauana a.iias 2.7ays 20000



